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U.L. AWM Style 1213 

 
AWG # OF STR. AWG OF STR. NOM. DIA. OF 

STR. COND. 
NOM. FIN. 

WIRE DIAM. 
MAX. RES. (DC 

AT 20C) 
OHM/PER 1K 

FEET 

NOM. WT 

30 1 30 .0100 0.0210 110 0.58 
28 1 28 .0126 .0236 69.3 0.80 
26 19 38 .0197 .0307 45.8 1.35 
26 7 34 .0197 .0307 45.8 1.29 
26 1 26 .0157 .0268 43.5 1.13 
24 19 36 .0240 .0350 28.7 1.99 
24 7 32 .0240 .0350 28.7 1.86 
24 1 24 .0201 .0311 27.3 1.68 
22 19 35 .0299 .0409 18.1 2.66 
22 7 30 .0299 .0409 18.1 2.90 
22 1 22 .0252 .0362 17.2 2.48 
20 19 33 .0374 .0484 11.2 4.00 
20 7 29 .0362 .0472 11.2 3.74 
20 1 20 .0320 .0430 10.7 3.81 
18 19 31 .0465 .0622 7.06 6.35 
18 7 26 .0465 .0622 7.06 6.41 
18 1 18 .0402 .0559 6.77 6.15 
16 26 30 .0591 .0748 4.45 9.64 
16 19 29 .0591 .0748 4.45 9.82 
16 1 16 .0512 .0669 4.26 9.51 
14 41 30 .0740 .1000 2.73 16.16 
14 19 27 .0740 .1000 2.73 16.23 
12 65 30 .0933 .1193 1.72 24.31 
12 19 25 .0992 .1252 1.72 37.21 
10 105 30 .1181 .1441 1.08 37.62 
10 19 23 .1209 .1469 1.08 39.14 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

U.L AWM Style 1213  
stranded or solid silver-plated copper 
extruded polytetrafluoroethylene (PTFE), .008” (.20mm) wall thickness 
150 V for CSA 
150 Celsius 
UL 1213 features thin-wall extruded PTFE insulation and provides a lightweight, space-saving design. Because these wires are 
built with thin-wall insulation, they can only be used in low voltage applications. 

 


