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U.L. AWM Style 3071 

AWG COND. 
STRANDING 

NOM. INSUL. 
THICK. (IN) 

NOM. O.D. (IN) APPROX LBS/MFT 

18 7/26 0.03 0.1330 13 
16 7/24 0.03 0.1450 18 
14 7/22 0.03 0.1670 25 
12 19/24.5 0.03 0.1900 35 
10 19/22.5 0.045 0.2380 53 
8 54/25 0.06 0.3130 95 
6 84/25 0.06 0.3680 142 
4 105/24 0.06 0.4240 202 
2 163/24 0.06 0.4960 291.2 
1 210/24 0.08 0.6220 432 

1/0 262/24 0.08 0.6700 515 
2/0 504/26 0.08 0.7270 605 
3/0 630/26 0.08 0.7950 757.2 
4/0 266/21 0.08 0.7790 958 

 

Belden UL 3071 Hook-Up Wire 

Belden Glass Braid Silicone Hook-up Wire 

600V, 200°C 

Voltage Rating: 600V 

Temperature Rating: 200°C 

Flame Test: VW-1 

Conductor: Stranded Tinned Copper 

Insulation: Silicone Rubber 

Braid: Lacquered Glass Braid 

Belden glass braid hook-up wire is designed with silicone insulation that strips clean and easy. The glass braid is designed to resist abrasion, 

and it is also treated to prevent fraying. 


