
 

MIL-DTL-16878/19 Type DN 

 

AWG NUMBER OF 
STR. 

AWG OF STR. NOM. DIA. OF 
STR. COND. 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

MAX. RES. (DC 
AT 20C) 

OHM/PER 1K 
FEET 

NOM. WT 
LBS PER 1K 

FEET 

24 1 24 .0201 .089 27.200 4.5 
24 7 32 .0240 .093 26.200 4.6 
24 19 36 .0240 .093 25.400 4.7 
22 1 22 .0253 .095 17.200 5.3 
22 7 30 .0300 .099 16.700 5.4 
22 19 34 .0300 .099 15.900 5.5 
20 1 20 .0320 .101 10.700 7.4 
20 7 28 .0380 .107 10.400 7.8 
20 19 32 .0380 .107 9.760 7.9 
18 1 18 .0403 .109 6.780 9.7 
18 7 26 .0480 .117 6.540 10.1 
18 19 30 .0480 .117 6.220 10.5 
16 1 16 .0508 .112 4.260 13.0 
16 19 29 .0540 .125 4.820 12.7 
14 1 14 .0641 .135 2.680 19.0 
14 19 27 .0690 .140 3.050 18.0 
12 19 25 .0890 .170 1.920 28.0 

 

 

 

 

 

 

Electronic Hookup Wire 
Vinyl Primary Insulation – Nominal .031” Wall 
Nylon Secondary Jacket – Nominal Wall .003”  
-54 to 105 Celsius 
1000 Volts 
Tinned Copper Stranding 


