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MIL-W-16878/5 (M16878/5) Type EE 

AWG  COND. STRANDING NOM. O.D. (IN) NOM. INSUL. 
THICK. (IN) 

APPROX. 
WEIGHY LB/1K 

FT 

32 1 0.015 0.033 1 
32 7/40 0.015 0.034 1 
32 19/14 0.015 0.034 1 
30 1 0.015 0.034 1 
30 7/38 0.015 0.036 2 
30 19/42 0.015 0.036 2 
28 1 0.015 0.037 2 
28 7/36 0.015 0.039 2 
28 19/40 0.015 0.039 2 
26 1 0.015 0.049 2 
26 7/34 0.015 0.049 2 
26 19/34 0.015 0.049 2 
24 1 0.015 0.050 3 
24 7/32 0.015 0.048 3 
24 19/36 0.015 0.048 3 
22 1 0.015 0.055 4 
22 7/30 0.015 0.056 4 
22 19/34 0.015 0.054 4 
20 1 0.015 0.062 5 
20 7/28 0.015 0.062 6 
20 19/32 0.015 0.062 6 
18 1 0.015 0.066 8 
18 7/26 0.015 0.079 8 
18 19/30 0.015 0.074 9 
16 1 0.015 0.081 11 
16 19/29 0.015 0.087 11 
14 19/27 0.015 0.102 16 
12 19/25 0.015 0.121 25 
10 37/26 0.015 0.141 35 
8 133/29 0.015 0.162 66 

 

MIL-W-16878/5 (M16878/5) Type EE 1000V 
NEMA HP3 Type EE Wire 
Passes UL VW-Flame Test 
MIL-W-16878/5 NEMA HP3 Type EE Wire Applications: 
Conductor: Stranded Silver-Plated Copper 
Insulation: Extruded Polytetrafluoroethylene (PTFE) 
MIL-W-16878/5 NEMA HP3 Type EE Wire Temperature Rating: 
MIL-W-16878/5 Type EE: -60°C to 200°C 
UL 1180:  200°C 
MIL-W-16878/5 NEMA HP3 Type EE Wire Voltage Rating: 
MIL-W-16878/5 Type EE: 1000 Volts 
UL 1180: 300 Volts 
 

 

 


