
 

MIL-W-22759/34 

 

AWG NUMBER OF 
STR. 

AWG OF STR. NOM. FIN. 
WIRE DIAM. 

(IN.) 

MAX. RES. (DC 
AT 20C) 

OHM/PER 1K 
FEET 

NOM. WT 
LBS PER 1K 

FEET 

24 19 36 0.043-0.047 26.2 2.3 
22 19 34 0.048-0.052 16.2 3.2 
20 19 32 0.056-0.060 9.88 4.7 
18 19 30 0.067-0.073 6.23 7.2 
16 19 29 0.074-0.080 4.81 9.0 
14 19 27 0.091-0.097 3.06 13.8 
12 37 28 0.108-0.114 2.02 20.5 
10 37 26 0.130-0.138 1.26 32.4 
8 133 29 0.187-0.203 0.107 60.3 
6 133 27 0.231-0.251 0.445 94.5 
4 133 25 0.300-0.320 0.280 150 
2 665 30 0.389-0.421 0.183 239 
1 817 30 0.429-0.461 0.149 290 

1/0 1045 30 0.469-0.501 0.116 377 
2/0 1330 30 0.529-0.561 0.091 487 

 

 
MIL-W-22759/34 

Stranded Tinned copper 

Fluoropolymer cross-linked modified ETFE dual insulation, normal weight. 2 AWG and larger, aromatic 

polyamide braid treated to prevent fraying 

-55 to 150 Celsius 

600 Volts 

SAE AS22759/34 


