
ANAHEIM WIRE PRODUCTS 1009 E. VERMONT AVE. ANAHEIM, CA 92805 

 

 
Multiconductor-Plenum-Shielded-Stranded bare copper / LS-PVC 

 
AWG NUMBER OF 

COND. 
STRAND / SOLID BC / TD SHIELDED NOM. DIA (IN.) WEIGHT 

(LBS/MFT) 

18 2 STR BC OAS 0.160 20 
18 3 STR BC OAS 0.165 27 
18 4 STR BC OAS 0.186 34 
18 5 STR BC OAS 0.190 40 
18 6 STR BC OAS 0.225 48 
18 7 STR BC OAS 0.235 54 
18 8 STR BC OAS 0.245 61 
18 9 STR BC OAS 0.245 68 
18 10 STR BC OAS 0.289 75 
18 12 STR BC OAS 0.310 86 
18 15 STR BC OAS 0.308 109 
16 2 STR BC OAS 0.185 28 
16 3 STR BC OAS 0.191 39 
16 4 STR BC OAS 0.220 49 
16 6 STR BC OAS 0.262 71 
16 8 STR BC OAS 0.279 92 
14 2 STR BC OAS 0.216 41 
14 3 STR BC OAS 0.232 57 
14 4 STR BC OAS 0.251 72 
12 2 STR BC OAS 0.258 61 
12 3 STR BC OAS 0.284 86 
12 4 STR BC OAS 0.314 112 
22 2 SOL BC OAS 0.111 10 
22 4 SOL BC OAS 0.128 16 
22 2 STR BC OAS 0.118 11 
22 3 STR BC OAS 0.126 14 
22 4 STR BC OAS 0.142 17 
22 5 STR BC OAS 0.144 21 
22 6 STR BC OAS 0.155 24 
22 7 STR BC OAS 0.163 27 
22 8 STR BC OAS 0.179 30 
22 9 STR BC OAS 0.183 33 
22 10 STR BC OAS 0.192 36 
22 12 STR BC OAS 0.223 43 
22 15 STR BC OAS 0.228 52 
20 2 STR BC OAS 0.135 14 
20 3 STR BC OAS 0.142 19 
20 4 STR BC OAS 0.156 23 
20 6 STR BC OAS 0.189 33 

 
 
 
 
 
 
 
 
 
 

 

Applications: Remoted Control, Signaling, and Power-Limited circuit per NEC Article 725. Security, sound and 
audio, speaker cable, public address, intercom, sound reinforcement, alarm and access control circuits and 
power-limited controls. Where routed plenum spaces. 
Conductor: Stranded or solid bare copper as indicated on individual products specifications. 
Insulation: LS-PVC 
Shielding: Overall-Aluminum foil, polyester reinforcement tape and stranded tinned copper drain wire.  
Assembly: Cable with ripcord, and jacketed. 
Jacket: LS-PVC 
Voltage: 300 Volts 
Temperature: 75 Celsius  

 


