
ANAHEIM WIRE PRODUCTS 1009 E. VERMONT AVE. ANAHEIM, CA 92805 

 

 
SPT-1 

 
AWG NO. OF. 

COND. 
NO. OF 

STRANDS 
INSULATION 
THICKNESS 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

AMPACITY NOM. WT 
LBS PER 1K 

FEET 

20 2 26 0.030 .100 x .190 2 14 
18 2 41 0.030 .110 x  .215 10 17 
18 3 41 0.030 .110 x .275 10 25 

 
SPT-2 

 
AWG NO. OF. 

COND. 
NO. OF 

STRANDS 
INSULATION 
THICKNESS 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

AMPACITY NOM. WT 
LBS PER 1K 

FEET 

18 2 41 0.045 .140 x .265 10 14 
18 3 41 0.045 .140 x .360 10 33 
16 2 65 0.045 .155 x .285 13 34 
16 3 65 .045 .155 x .380 13 34 

 
SPT-3 

 
AWG NO. OF. 

COND. 
NO. OF 

STRANDS 
INSULATION 
THICKNESS 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

AMPACITY NOM. WT 
LBS PER 1K 

FEET 

18 2 41 0.060 .170 x .330 10 33 
18 3 41 0.060 .170 x .375 10 46 
16 2 65 0.060 .180 x .345 13 42 
16 3 65 0.060 .180 x .415 13 57 
14 2 41 0.080 .235 x .420 18 66 
14 3 41 0.080 .235 x .505 18 92 
12 2 65 0.095 .285 x .490 25 96 
12 3 65 0.095 .285 x .585 25 124 
10 3 105 0.110 .455 x .700 30 237 

 
 
 
 
 
 
 
 
 
 
 
 
 

 

SPT-1/SPT-2/SPT-3 
Lamp Cord 
300 Volts 
105 Celsius 
Stranded Copper Conductors 
Thermoplastic Insulation 
Applications: Suitable for lamps, clocks, household fans and small appliances where not subjected to hard usage (SPT-1 & 
SPT-2) 
Two conductor cord for power supply to domestic refrigeration equipment and window type air conditioner (SPT-3) 
Lamp cord is suitable for use at temperature not exceeding minimum -20 to 105 Celsius 


