
 
Type SEOW 

 
COND. SIZE 

AWG 
NO. OF 
COND. 

NUMBER 
OF STR. 

AWG OF 
STR. 

NOM. INSUL. 
THICKNESS 

(IN.) 

JACKET 
THICKNESS 

(IN.) 

NOMINAL 
O.D. (IN.) 

NOM. WT 
LBS PER 1K 

FEET 

8 3 133 9 0.062 0.115 0.854 419 
8 4 133 29 0.060 0.125 0.940 530 
8 5 133 29 0.062  1.040 666 
6 3 133 27 0.062 0.136 0.975 579 
6 4 133 27 0.062 0.143 1.074 741 
4 3 133 25 0.062  1.132 834 
4 4 133 25 0.062 0.170 1.265 1072 
4 5 133 25 0.062  1.385 1302 
2 3 666 30 0.062  1.305 1157 
2 4 666 30 0.062  1.455 1517 
2 5 666 30 0.062  1.556 1765 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UL/CSA Portable Cord 
Class K stranded bare copper per ASTM B-174 
Jacket: Black TPE 
Insulation: TPE 
Temperature range: -50 to 105  Celsius  
Applications: Permitted for Indoor and outdoor temporary power uses, portable industrial machinery 
and compressors, food processing and washdown facilities.  
600 Volts 
High Degree of Flexibility, Sunlight, Water Resistance, and Flame Resistance. 


