
 
Type SJEOOW 

 
AWG NUMBER OF 

COND. 
NUMBER 
OF STR. 

AWG OF 
STR. 

NOM. INSUL. 
THICKNESS 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

NOM. WT LBS 
PER 1K FEET 

AMPACITY 

18 2 16 30 30 290 44 10 
18 3 16 30 30 310 55 10 
18 4 16 30 30 335 66 7 
16 2 26 30 30 315 54 13 
16 3 26 30 30 330 68 13 
16 4 26 30 30 360 78 10 
14 2 41 30 45 345 68 18 
14 3 41 30 45 370 84 18 
14 4 41 30 45 400 104 15 
12 2 65 30 45 415 97 25 
12 4 65 30 45 485 157 20 
10 2 104 30 45 549 166 30 
10 3 104 30 45 580 216 30 
10 4 104 30 45 640 276 25 

        

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UL Standard 62 for Flexible Cords 
Some typical application include wiring for industrial machinery, washing machines and various other 
larger appliances, heavy-duty tools, motors and temporary electrical power and lighting installations 
for construction sites. 
Suitable for use in dry and wet locations 
-50 to 105 Celsius 
300 Volts 


