
 

Style SJO Cord 

AWG NO. OF COND.  COND. 
STRANDING 

NOM. INSUL. 
THICK. (IN) 

NOM. O.D. OF 
CABLE (IN) 

18 2 16/30 0.030 0.285 
18 3 16/30 0.030 0.305 
18 4 16/30 0.030 0.310 
16 2 26/30 0.030 0.310 
16 3 26/30 0.030 0.330 
16 4 26/30 0.030 0.365 
14 2 41/30 0.030 0.340 
14 3 41/30 0.030 0.365 
14 4 41/30 0.030 0.415 
12 2 65/30 0.030 0.410 
12 3 65/30 0.030 0.430 
12 4 65/30 0.030 0.475 
10 2 104/30 0.045 0.560 
10 3 104/30 0.045 0.580 
10 4 104/30 0.045 0.655 

 

SJO Cord Construction: 

• Conductor: 18 through 10 AWG fully annealed stranded bare copper per ASTM B-174 

• Insulation: Premium grade, color coded  90°C EPDM on SJO Cable 

• Jacket: Neoprene, Black, Temperature Range: -40°C to +90°C 
JSO Cord Applications: 

• SJO Cable may be used for portable tools and equipment, portable appliances, small motors, 
and associated machinery. 

• SJO Cord Features:  

• Excellent resistance to oil and moisture 

• Good tensile strength, elongation and aging characteristics.  

• High flexibility  

• Excellent abrasion resistance 
UL Listed and CSA Certified for indoor and outdoor use 
SJO Cord Industry Approvals: 

• UL Flexible Cord-UL Subject 62 

• CSA Flexible Cord-C22.2-49  

• MSHA Approved 

• RoHS Compliant 


