
ANAHEIM WIRE PRODUCTS 1009 E. VERMONT AVE. ANAHEIM, CA 92805 

 

 
Type SOOW 

 
NO. OF 
COND. 

AWG NUMBER 
OF STR. 

AWG OF 
STR. 

NOM. INSUL. 
THICKNESS 

(IN.) 

NOM. FIN. 
WIRE DIAM. 

(IN.) 

MAX. RES. 
(DC AT 20C) 

OHM/PER 1K 
FEET 

NOM. WT 
LBS PER 1K 

FEET 

2 18 16 30 0.030 0.345 10 65 
3 18 16 30 0.030 0.365 10 80 
4 18 16 30 0.030 0.390 7 94 
2 16 26 30 0.030 0.370 13 77 
3 16 26 30 0.030 0.390 13 94 
4 16 26 30 0.030 0.420 10 114 
2 14 41 30 0.045 0.510 18 154 
3 14 41 30 0.045 .0535 18 171 
4 14 41 30 0.045 0.575 15 209 
2 12 65 30 0.045 0.570 25 168 
3 12 65 30 0.045 0.595 25 223 
4 12 65 30 0.045 0.650 20 276 
2 10 104 30 0.045 0.620 30 230 
3 10 104 30 0.045 0.660 30 289 
4 10 104 30 0.045 0.715 25 351 
3 8 133 29 0.060 0.840 40 450 
4 8 133 29 0.060 0.945 35 580 
5 8 133 29 0.060 1.030 28 700 
3 6 133 27 0.060 0.980 55 637 
4 6 133 27 0.060 1.080 45 830 
5 6 133 27 0.060 1.200 36 1015 
3 4 133 25 0.060 1.140 70 926 
4 4 133 25 0.060 1.260 60 1145 
5 4 133 25 0.060 1.365 48 1419 
3 2 133 23 0.060 1.330 95 1367 
4 2 133 23 0.060 1.460 80 1699 
5 2 133 23 0.060 1.580 64 2066 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

UL/CSA Portable Cord 
18 through 2 AWG fully annealed stranded bare copper 
Premium-grade, color-coded 90 Celsius EPDM 
Jacket: Carolprene 
Temperature range: -40 to 90 Celsius  
Applications: Portable tools, equipment, appliances, small motors, and associated machinery. 


